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Please read these instructions all the way through before begin-
ning work. It is important that you understand all the steps be-
fore  you begin. A small amount of time now will make your work 
faster, better and much more enjoyable!  
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Recommended Tools  
 

Soldering iron- fine tip 
Large soldering iron, or tip for speaker posts. (Or just solder to 
tabs.) 
Wire strippers 
Small wire cutters (Flush-cut type) 
Tweezers or very fine needle nose pliers. 
Small drill bit 1/6" (1.5mm)  
Files 
Stepped drill bit for case mods 
Solder wick 
Desoldering iron 
Scissors 
Magnifying glasses 
Voltmeter 
Screwdrivers (small set and one medium Phillips) 

INTRODUCTION 

TweaKit tm I  
Input Caps 
Tank Caps 
Inductor Shields 
Heatsink 

TweaKit tm  II 
Input Caps 
Tank Caps 
Volume Pot 
Signal Path 
Inductor Shields 
Heatsink 

TweaKit tm  III 
Input Caps 
Tank Caps 
Volume Pot 
Signal Path 
Inductor Shields 
Heatsink 
RCA Connectors 

        Speaker Terminals 
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(Please check your package for all parts before beginning) 
 

 

Parts ID 

Panasonic EVJ 
Potentiometer 
1 each 

 

Panasonic FM Series 
2200uF 16V Capacitors 
2 each 

Audiomagus Special 
Auricaps 2200uF 200V 
2 each 

0.1 uF Ceramic 
Capacitors 
2 each 

WBT 4% Silver Solder 

Vampire CM-HEX 
RCA Connects 
2 each 

100% Copper 
Heatsink  
1 each 

Mogami Shielded 
Console Cable 
1 piece  

Copper RFI 
Shield Material 
2 sheets  

Vampire BP-HEX 
Binding Posts 
4 posts 
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 Part One 

The Amp 

Opening the Case  
 

1. Remove the volume knob and the nut that holds the pot to the front panel. Use 
a 10mm socket or a pair of pliers  

   !   Use caution with pliers so you do not scratch the faceplate  

1. Remove the 8 screws that hold the front and back panels in place.  Put them 
away for safekeeping. 

2. Slide the entire circuit board out of the case.  
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